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STRUCTURAL NOTES

1. CONTRACTOR TO LOCATE ALL BURIED UTILITIES PRIOR TO EXCAVATION. THE ENGINEER SHALL BE NOTIFIED OF
POTENTIAL CONFLICTS BETWEEN FOUNDATIONS AND BURIED UTILITIES.

CONTRACTOR SHALL VERIFY AND COORDINATE ALL DIMENSIONS AND ELEVATIONS WITH NEW EQUIPMENT AND
SHOP DRAWINGS BEFORE COMMENCING CONSTRUCTION.

2. CODE REQUIREMENTS: THE BUILDING STRUCTURE IS DESIGNED IN ACCORDANCE WITH THE 2023 8TH EDITION
OF THE FLORIDA BUILDING CODE (FBC), ALL SUPPLEMENTS AND ALL AMENDMENTS, WITH MODIFICATIONS AND
AMENDMENTS AS REQUIRED TO MEET LOCAL BUILDING CODES FOR EACH. FOLLOW ALL APPLICABLE
PROVISIONS FOR ALL PHASES OF CONSTRUCTION. ALL REFERENCED STANDARDS SHALL BE OF THE EDITION,
VERSION, OR REVISION REQUIRED BY THE FBC.

3. TEMPORARY CONDITIONS: THE STRUCTURAL INTEGRITY OF THE COMPLETED STRUCTURE DEPENDS ON
INTERACTION OF VARIOUS CONNECTED COMPONENTS. PROVIDE ADEQUATE BRACING, SHORING, AND OTHER
TEMPORARY SUPPORTS AS REQUIRED TO SAFELY COMPLETE THE WORK. THE STRUCTURE SHOWN ON THE
DRAWINGS HAS BEEN DESIGNED FOR STABILITY UNDER FINAL CONFIGURATION ONLY.

4. EXISTING CONDITIONS: CONTRACTOR SHALL FIELD VERIFY ALL EXISTING CONDITIONS, DIMENSIONS, AND
ELEVATIONS BEFORE COMMENCING CONSTRUCTION. THE CONTRACTOR SHALL NOTIFY THE ENGINEER OF ANY
SIGNIFICANT DISCREPANCIES FROM CONDITIONS SHOWN ON THE DRAWINGS.

5. EXISTING STRUCTURE: IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO VERIFY THE CONDITIONS
RELATING TO THE EXISTING STRUCTURES AND TO NOTIFY THE ENGINEER IMMEDIATELY OF ANY
DISCREPANCIES OR CONFLICTS.

EXERCISE EXTREME CARE AND CAUTION WHEN EXCAVATING AND FILLING ADJACENT TO EXISTING
STRUCTURES. UNDER NO CIRCUMSTANCES SHALL THE STRUCTURAL INTEGRITY OF THE EXISTING
STRUCTURES BE IMPAIRED IN ANY WAY BY CONSTRUCTION OPERATIONS AND PROCEDURES. DO NOT
EXCAVATE OR DISTURB SOIL ADJACENT TO OR BENEATH EXISTING FOOTINGS.

6. DESIGN CRITERIA: DESIGN WAS BASED ON STRENGTH AND DEFLECTION CRITERIA OF THE 2023 8TH EDITION OF
THE FBC. IN ADDITION TO THE DEAD LOADS, THE FOLLOWING LOADS AND ALLOWABLES WERE USED FOR
DESIGN, WITH LIVE LOADS REDUCED PER FBC.

RISK CATEGORY IV
ULTIMATE DESIGN WIND SPEED (3-SECOND GUST) 180 MPH
EXPOSURE CATEGORY C

SOIL BEARING PRESSURE 2,000 PSF PRESUMPTIVE ALLOWABLE

7. FOUNDATIONS: FOUNDATIONS ARE DESIGNED FOR AN ALLOWABLE SOIL BEARING PRESSURE OF 2,000 PSF ON
COMPACTED FILL.

FILL AND BACKFILL UNDER SLAB AND FOOTINGS SHALL BE CLEAN AND COMPACTED TO 95 PERCENT MODIFIED
PROCTOR MAXIMUM DRY DENSITY TEST PER ASTM D-1557. COMPACTION LAYERS NOT TO EXCEED 12".

8. SUBMITTALS: SHOP DRAWINGS SHALL BE SUBMITTED TO THE ENGINEER PRIOR TO FABRICATION AND
CONSTRUCTION REGARDING ALL STRUCTURAL ITEMS INCLUDING THE FOLLOWING:

CONCRETE MIX DESIGNS
CONCRETE REINFORCING

IF THE SHOP DRAWINGS DIFFER FROM OR ADD TO THE DESIGN OF THE STRUCTURAL DRAWINGS, THEY SHALL
BEAR THE SEAL AND SIGNATURE OF A FLORIDA REGISTERED PROFESSIONAL ENGINEER. ANY CHANGES TO THE
STRUCTURAL DRAWINGS SHALL BE SUBMITTED TO THE ENGINEER AND ARE SUBJECT TO THE REVIEW AND
ACCEPTANCE OF THE ENGINEER.

SHOP DRAWINGS WILL BE REVIEWED FOR GENERAL COMPLIANCE WITH THE DESIGN INTENT OF THE CONTRACT
DOCUMENTS ONLY. IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO VERIFY COMPLIANCE WITH THE
CONTRACT DOCUMENTS AS TO QUANTITY, LENGTH, ELEVATIONS, DIMENSIONS, ETC. CONTRACTOR SHALL NOT

BE RELIEVED FROM RESPONSIBILITY FOR ERRORS OR OMISSIONS IN SHOP DRAWINGS OR MIX DESIGNS BY THE
ENGINEER'S REVIEW.

10.

CONCRETE: REINFORCED CONCRETE CONSTRUCTION SHALL CONFORM TO THE FBC AND ACI 318 "BUILDING

CODE REQUIREMENTS FOR STRUCTURAL CONCRETE". CONCRETE STRENGTHS SHALL BE VERIFIED BY
STANDARD 28-DAY CYLINDER TESTS PER ASTM C39, AND SHALL BE AS FOLLOWS:

f'c (PSI) ABS W/C MIN CEMENT SLUMP USE
4000 PSI 0.44 550 LBS 4 +/-1 FOUNDATIONS
4000 PSI 0.44 550 LBS 4 +/-1 ALL USES, U.N.O.

CEMENT SHALL CONFORM TO ASTM C-150, TYPE 1. FLY ASH CONFORMING TO ASTM C618, TYPE F, OR TYPE C,
MAY BE USED TO REPLACE UP TO 20% OF THE CEMENT CONTENT, PROVIDED THAT THE MIX STRENGTH IS
SUBSTANTIATED BY TEST DATA. COARSE AGGREGATE SHALL CONFORM TO ASTM C-33 WITH A MAXIMUM SIZE
OF 3/4". FINE AGGREGATE TO BE CLEAN, DURABLE, NATURAL SAND CONFORMING TO ASTM C-33.

THE CONTRACTOR SHALL SUBMIT CONCRETE MIX DESIGNS, ALONG WITH TEST DATA AS REQUIRED, A MINIMUM
OF TWO WEEKS PRIOR TO PLACING CONCRETE.

A WATER-REDUCING ADMIXTURE CONFORMING TO ASTM C494, USED IN STRICT ACCORDANCE WITH THE
MANUFACTURER'S RECOMMENDATIONS, SHALL BE INCORPORATED IN CONCRETE DESIGN MIXES. A
HIGH-RANGE WATER-REDUCING ADMIXTURE CONFORMING TO ASTM C494, TYPE F OR G, MAY BE USED IN
CONCRETE MIXES, PROVIDING THAT THE SLUMP DOES NOT EXCEED 8".

SLEEVES, OPENINGS, CONDUIT, AND OTHER EMBEDDED ITEMS NOT SHOWN ON THE STRUCTURAL DRAWINGS
SHALL BE APPROVED BY THE ENGINEER BEFORE POURING. NO SLEEVE, OPENING, OR INSERT MAY BE PLACED
IN BEAMS, JOISTS, OR COLUMNS UNLESS APPROVED BY THE ENGINEER. CONDUITS EMBEDDED IN SLABS SHALL
NOT BE LARGER IN OUTSIDE DIMENSION THAN ONE THIRD OF THE THICKNESS OF THE SLAB AND SHALL NOT BE
SPACED CLOSER THAN THREE DIAMETERS ON CENTER.

PROVIDE 3/4" CHAMFERS ON ALL EXPOSED CONCRETE EDGES, UNLESS NOTED OTHERWISE. WHERE
APPLICABLE, INDICATED, OR REQUIRED, COORDINATE SLOPES, DROPS, AND DRAIN LOCATIONS IN CONCRETE
SLABS WITH PLUMBING AND/OR ARCHITECTURAL DRAWINGS.

FINISH CONCRETE SLAB WITH A FLOAT FINISH DEAD LEVEL UNLESS A SLOPE IS INDICATED.

UNLESS OTHERWISE NOTED, CONCRETE SLAB ON GRADE SHALL BE A MINIMUM OF 12" THICK, REINFORCED
WITH #5 AT 12 INCH ON CENTER, EACH WAY, TOP AND BOTTOM.

UNLESS OTHERWISE NOTED, CONCRETE SLAB ON GRADE SHALL BE ON 6 MIL PVC VAPOR BARRIER LAPPED 12
INCHES.

ALL CONCRETE SHALL BE WET CURED IMMEDIATELY AFTER FINISHING OPERATIONS.

WHERE SLABS ARE NOT SLOPED TO DRAIN, THEY SHALL BE DEAD LEVEL.

WHERE NEW CONCRETE IS PLACED AGAINST EXISTING CONCRETE, THE EXISTING CONCRETE SURFACE
SHOULD BE CLEANED AND ROUGHENED TO A MINIMUM 1/4" AMPLITUDE.

REINFORCING STEEL: REINFORCING STEEL SHALL CONFORM TO ASTM A615, GRADE 60, FOR DEFORMED BAR

AND ASTM A185 FOR SMOOTH WELDED WIRE FABRIC (WWF), UNLESS OTHERWISE NOTED. REINFORCING STEEL
TO BE WELDED SHALL CONFORM TO A706. REINFORCING STEEL SHALL BE SECURELY TIED IN PLACE WITH #16
ANNEALED IRON WIRE.

ALL DETAILING AND ACCESSORIES SHALL CONFORM TO ACI DETAILING MANUAL SP-66. PROVIDE CHAIRS,
SPACERS, BOLSTERS, AND ITEMS IN CONTACT WITH FORMS WITH HOT-DIP GALVANIZED LEGS OR PLASTIC
LEGS. ACCURATELY POSITION, SUPPORT, AND SECURE REINFORCEMENT AGAINST DISPLACEMENT BY
FORMWORK CONSTRUCTION OR CONCRETE PLACEMENT OPERATIONS. WET PLACEMENT OF STEEL
REINFORCEMENT IS PROHIBITED.

REQUIRED CONCRETE COVER FOR REINFORCING STEEL (UNLESS NOTED OTHERWISE):

FOOTINGS 3"BOTTOM AND SIDES, 2" TOP
EXTERIOR SLABS-ON-GROUND 2" BOTTOM, 1-1/2" TOP

LAP SPLICE CONTINUOUS VERTICAL OR HORIZONTAL BARS IN CONCRETE MEMBERS IN ACCORDANCE WITH
AC318, FOR CLASS "B" TENSION LAP SPLICES. SHOW ALL SPLICES ON SHOP DRAWINGS. SPLICE LOCATIONS AND
METHODS SUBJECT TO APPROVAL OF ENGINEER.

AT SLAB AND WALL OPENINGS, PROVIDE A MINIMUM OF (2) #5 BARS ALL FOUR SIDES AND DIAGONALLY; EXTEND
THESE BARS A LAP DISTANCE OR A MINIMUM OF 24" PAST THE OPENING OR HOOK BARS IF DISCONTINUOUS.
SLAB BARS SHALL BE HOOKED INTO WALLS, OR HOOKED DOWELS SHALL BE PROVIDED TO MATCH SLAB
REINFORCING. AT ALL SLAB RE-ENTRANT CORNERS, PROVIDE A MINIMUM OF (2) 4' LONG #5 BARS RE-ENTRANT
REINFORCEMENT.
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Kimley » HOI’I’I by WASTEWATER TREATMENT
MAY 2026
© 2026 KIMLEY-HORN AND ASSOCIATES, INC. SCALE AS SHOWN P LAN T RPREP&JREDEORSYST E M ST R U CT U RAL N OT E S S-O O 1
g HONE TR0 PR oS swns_wis| IMMOKALEE WATER & SEWER DISTRICT
No. REVISIONS DATE BY ' ' ' CHECKED BY DHE | IMMOKALEE FL




Plotted By:Stein, Wendy Sheet Set:Kha Layout:S-002 April 30, 2026 11:20:55am K:\ftm_waterutilities\Projects\IWSD\248141008_iwsd wwtp reuse system\CADD\plansheets\C-FOUNDATION.dwg

\J

[
| | | GRAPHIC SCALE IN FEET
0 1.5 3 6
|
| | | —
g © /
: THICKENED EDGE
E | c.J. | C.J. | C.J. ALL AROUND
2 | | |
| | | | W
: | | |
2 | | |
I | | |
f | | |
E CONTROL JOINT OR
g % o x| FWLTER (| FILTER . FUTUREFILTER CONSTRUCTION JOINT
% Q Q UNIT 1 UNIT 2 UNIT 3 \CJ AT CONTRACTOR OPTION
| | |
: L | - | |
E | | |
| | |
5 r
g \
g 8'_3" 4l_ 1 1 n 1 Ol_1 n 4!_ 1 1 11] 1 0'_1 n 4l_ 1 1 n 8'_3"
s e e e e e e
$ | | |
E | | |
: | | |
s | | |
r
=
:g I 51'_6"
: -
£ +/- 6'
ESTABLISH TO FIT
STAIR LAYOUT
s 9 _
E FUTURE
STAIR STAIR
S LANDING
: PAD LANDING
5 NOTES:
2 PAD
g 1 1. OVEREXCAVATE UNDER SLAB AND PROVIDE 12" COMPACTED BACKFILL TO 98 PERCENT MODIFIED PROCTOR
: MAXIMUM DRY DENSITY TEST PER ASTM D-1557.
2 B CENTER BETWEEN FILTERS |
~ - 2. EQUIPMENT DIMENSIONS BASED ON VENDOR SUPPLIED INFORMATION AT THE TIME OF DESIGN. ADJUST SLAB
DIMENSIONS TO MAINTAIN CLEARANCES SHOWN IF SUPPLIED EQUIPMENT OUTSIDE DIMENSIONS ARE GREATER
THAN INDICATED.
3. SET EQUIPMENT DEAD LEVEL.
4. ADHESIVE ANCHORS SHALL BE AISI TYPE 316 STAINLESS STEEL, MINIMUM 3/4 INCHES DIAMETER WITH 8 INCHES
EMBEDMENT. NUMBER AND LOCATION OF ANCHORS TO BE DETERMINED BY EQUIPMENT MANUFACTURER.
BID PLANS
] KHA PROJECT
SHEET NUMBER
Klmley ») Horn 248141008 WASTEWATER TREATMENT
DATE
MAY 2026
PLANT REUSE SYSTEM FILTERS FOUNDATION PLAN | S-002
© 2026 KIMLEY-HORN AND ASSOCIATES, INC. PREPARED FOR -
1514 BROADWAY, SUITE 301, FORT MYERS, FL 33901 DESIGNED BY HMR
PHONE: 239-271-2650 FAX: 941-379-4352 mmey  wvs| IMMOKALEE WATER & SEWER DISTRICT
WWW.KIMLEY-HORN.COM REGISTRY NO. 35106
No. REVISIONS DATE BY CHECKED BY DHE | IMMOKALEE FL




Plotted By:Stein, Wendy Sheet Set:Kha Layout:S-003 April 30, 2026 11:21:00am K:\ftm_waterutilities\Projects\IWSD\248141008_iwsd wwtp reuse system\CADD\plansheets\C-STRC-DETL.dwg

Y"XV," MIN. GROOVE
FILL W/JOINT SEALER .
%" CHAMFERED EDGE 6'X)i" THICKNESS OF SLAB, /0 z
AROUND PERIMETER. SLAB MIN 1" DEPTH PREMOLDED ) =
REINF STRIP FLUSH W/ SURFACE (3/4" MIN) N
. 1" CLR. L i
90° STD. HOOK Ye"XV4" THICKNESS OF SLAB, COVER SLAB REINF 1" o)
@I oG EW (SAW SAME DAY AS POUR) ‘
i ' FILL W/ JOINT SEALER
: 3-0" LAP | L 4
§ FINISHED — X ﬁs I 4 — —
Ey = - i ‘ & ° ° 7@ i 4" FOR 12" °e, o ‘e S < -
: N 2 © /GRADE T e - T e ° « = THICK SLAB I o j\ e = k=
% ~ @ 4 . ® <7 /\ 4 ‘ <
% \\/\\/\\ \\ \\L \\/ > '/ //X\ SLAB IV:3H
= XN SAW CUT JOINT REINF
: QAN FORMED JOINT
] XN
j 12" COMPACTED FILL R \\Q@ 5
2 _ (2) #5 CONT. NOTE:
: XéESSEQ%@EE&E%ﬁGgEE{ :I_'LL KEYED JOINT (AT SLAB MID-DEPTH) PAINT
5 1. CONTROL JOINTS TO BE 15-0" OC MAX W/ CURING COMPOUND AS BOND BREAK
: NOTES & DRAWING NOTES BEFORE ADJACENT SLAB IS PLACED
mTHICKENED EDGE SECTION m CONTROL JOINT DETAIL m CONSTRUCTION JOINT DETAIL
g S-003 N.T.S. S-003 N.T.S. S-003 N.T.S.
#4 HOOKS EA. END
. @ 8" O.C. E.W.
§ ® @ ® ® @
E I Fz" CLR.
%
2 (Q\]
: ROUGHENED SLAB
5 —’\/\/\&/\/\/\/\/\/\/\/—
g ] <) o ® ® ® ® @ @ (] ® [ ] @ @ |
5 ] ® e e O et ® ® e @ Ol O © o e <
é; 6 3/16"(TYP.) P SLAB REINFORCEMENT / #5V HOOKS @ 12" /
g — — FULL PERIMETER
g é — —— 1
g ST} — — 4
E ALUMINUM HANDRAL /\ FILTER HOUSEKEEPING PAD SECTION
2 o It — — — _ N.T.S.
G S-003
3 S R
5 oy Qe ALUMINUM 11" STAIR TREAD ATTACHED TO STAIR
E &3/ - - STRINGERS PER MANUFACTURER'S INSTRUCTIONS (TYP.) FINISHED
: ‘f GRADE 3
2 — — — -— " 74" CHAMFER
S AL 3x3x1/4x4" LONG 'y 2"} #4 @ 12" OC EW / 4
‘% — — —J 3" 2" ° __ _ / - __ __ __ __ __ ° _ ‘
g C— — 3 / . _W_
1
g ey e e T T T e e T T S L R #4 ALL SIDES —/ }
§ N a - A o2 N < ’ PN A AA ‘ 1 & e o4 - B : 4 a a 2
H i - R T R ‘ a . : e 3 w : i & 4 5.0'
— A o P . we <4 - R K L4 541\ . ‘- 4 : - — =‘
m STAIR DETAIL m STAIR LANDING DETAIL
S-003 N.T.S. S-003 N.T.S.
BID PLANS
] KHA PROJECT
KI mI ey ») H Orn 248141008 WASTEWATER TREATMENT SHEET NUMBER
DATE
MAY 2026
PLANT REUSE SYSTEM STRUCTURAL DETAILS S-003
© 2026 KIMLEY-HORN AND ASSOCIATES, INC. PREPARED FOR =
1514 BROADWAY, SUITE 301, FORT MYERS, FL 33901 DESIGNED BY HMR
PHONE: 239-271-2650 FAX: 941-379-4352 ey wus| IMMOKALEE WATER & SEWER DISTRICT
WWW.KIMLEY-HORN.COM REGISTRY NO. 35106
No. REVISIONS DATE BY CHECKED BY DHE | IMMOKALEE FL




Plotted By:Stein, Wendy Sheet Set:Kha Layout:I-001 April 30, 2026 11:22:56am K:\ftm_waterutilities\Projects\IWSD\248141008_iwsd wwtp reuse system\CADD\plansheets\C-P&ID.dwg

This document, together with the concepts and designs presented herein, as an instrument of service, is intended only for the specific purpose and client for which it was prepared. Reuse of and improper reliance on this document without written authorization and adaptation by Kimley-Horn and Associates, Inc. shall be without liability to Kimley-Horn and Associates, Inc.

DISCFILTER CONTROL PANEL

DISCFILTER CONTROL PANEL (FRONT)

FROM OXIDATION
DITCHES #1-3

> >

FROM OXIDATION
DITCH #4

> >

BID PLANS

CLARIFIER #1
LOCAL CONTROL
PANEL

EXISTING CLARIFIER #1

CLARIFIER #2
LOCAL CONTROL
PANEL

EXISTING CLARIFIER #2

CLARIFIER #3
LOCAL CONTROL
PANEL

EXISTING CLARIFIER #3

CLARIFIER #4
LOCAL CONTROL
PANEL

EXISTING CLARIFIER #4

EXISTING SECONDARY EFFLUENT PUMP STATION

|_

n o =

0w zZz W 14
n unw oOD<Z <
DO kFEsZ -
EE <SSO <
< < = O 4
E = w Q3 U g w
(DU)OO¥ > >
= = ooy
D << DD —
Xw<xao, T &
EEEEED Q=zZ
ZZZZZE I'-:')J:,
:):)333|<_t T o -
DD DDH O
SHSHS SRSy T Z W
T I I i —
o e e e e J O ©EE
mmmmm@ - -
Q0000 = = d 4
=====Uu TR TIRNTH
DDDAD Ii)li)li)

VE MOTOR RUN STATUS
VE MOTOR FAIL STATUS
VE MOTOR AUTO STATUS
VE MOTOR RUN COMMAND
VE MOTOR TORQUE

O FILTER 1 BW PUMP LOW PRESSURE ALARM

O FILTER 1 OPEN STATUS

O FILTER 1 CLOSED STATUS
U FILTER 1 RAISE STATUS

O FILTER 1 LOWER STATUS
O F

O F

O F

> F

O F

—®0 FILTER 1 BW PUMP RUN STATUS

—®0 FILTER 1 BW PUMP FAIL STATUS
——=0 FILTER 1 BW PUMP AUTO STATUS

E RNG E HOA

a)
4
<
=
=
o
o
z
S
e
o
=
S
o
=
o
x
]
'_
-
T
f
HS HS
RNG HOA RNG HOA

O FILTER 1 BW VALVE OPEN STATUS
O FILTER 1 BW VALVE CLOSED STATUS

> FILTER 1 BW VALVE OPEN COMMAND

)
S
/N
DISC FILTER
JUNCTION BOX 1
G@QT} QT) 2" BACKWASH TURB
HEADER SENSOR
M
NORMALLY DISC FILTER NO.1 0
OPEN 7 :
FILTER il
VALVE ° ZiR% 73 £ Z 7 {
< g /
o o |_
= 2 7 =
—i W=7 : T
7 L
- E / % L
LU | | / / _ \
)
= 77 ZIR7 N7/ N7
ﬁ | N7 % I N2 N2 N N
MOBILE \_
! ACS UNIT FIELD CONNECTION |34 GLEANING _/ g PROVISIONS FOR  BACKWASH
BASIN DRAIN UINE
HEADER Y
-
FILTER BACKWASH
TO HEADWORKS

P

1)
L

EXTERNALLY MOUNTED

BACKWASH PUMP

GRAVITY TO
FUTURE REUSE
PUMPING STATION

> >

EXISTING CHLORINE CONTACT BASINS

TO ANALYZER
IN CHLORINE
BUILDING
CHLORINE
RESIDUAL
- = SAMPLE
PUMP
NORMALLY
CLOSED
FILTER X
BYPASS
VALVE

EXTERNAL FILTER BYPASS

No.

REVISIONS

DATE

BY

KHA PROJECT

WASTEWATER TREATMENT

]
248141008
MAY 2026

© 2026 KIMLEY-HORN AND ASSOCIATES, INC. SCALE  AS SHOWN

PLANT REUSE SYSTEM

1514 BROADWAY, SUITE 301, FORT MYERS, FL 33901 DESIGNEDBY ~ HMR

PREPARED FOR

PHONE: 239-271-2650 FAX: 941-379-4352
WWW.KIMLEY-HORN.COM REGISTRY NO. 35106

DRAWN BY WMS

CHECKED BY DHE

IMMOKALEE

IMMOKALEE WATER & SEWER DISTRICT

FL

PIPING & INSTRUMENTATION

DIAGRAM

SHEET NUMBER

1-001




	Sheets and Views
	G-001 COVER SHEET
	G-002 INDEX AND LEGEND
	G-003 SIGNATURES SHEET
	G-004 GENERAL NOTES
	G-005 HYDRAULIC PROFILE TRAIN 1
	G-006 HYDRAULIC PROFILE TRAIN 2
	G-007 PROCESS FLOW DIAGRAM
	C-001 SOILS MAP
	C-002 EXISTING SITE PLAN
	C-003 PROPOSED SITE PLAN
	C-004 PROPOSED WORK AREA
	C-005 EXISTING GRADING PLAN
	C-006 PROPOSED GRADING PLAN
	C-007 BYPASS PUMPING PLAN
	S-001 STRUCTURAL NOTES
	S-002 FILTERS FOUNDATION PLAN
	S-003 STRUCTURAL DETAILS
	M-001 FILTERS AREA PLAN
	M-002 FILTERS PIPING PLAN
	M-002A FILTERS PIPING PLAN - OPTIONAL CHLORINE CONNECTION
	M-002B FILTERS PIPING PLAN - OPTIONAL VALVES FOR FUTURE CONNECTIONS
	M-003 FILTERS CROSS SECTIONS
	M-004 FILTERS CROSS SECTIONS
	D-001 STANDARD DETAILS
	D-002 STANDARD DETAILS
	D-003 OPTIONAL CHLORINE CONNECTION DETAIL
	E-001 ELECTRICAL SYMBOLS & DRAWING INDEX
	E-002 ELECTRICAL SITE PLAN
	E-003 DISCFILTERS POWER, LIGHTNING PROTECTION, BONDING & GROUNDING
	E-004 MODIFICATIONS SWITCHBOARD MDP SINGLE LINE DRAWING
	ED-001 ELECTRICAL DETAILS
	ED-002 ELECTRICAL DETAILS
	I-001 PIPING & INSTRUMENTATION DIAGRAM


