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SECTION 33 31 50

PIPING AND VALVES

PART 1 - GENERAL

1.01 DESCRIPTION

A. Furnish and install all piping, fittings, and valves as shown on the drawings and
specified herein. In general, include all piping from tie-ins to and from equipment as
shown on the drawings, including all piping appurtenances for a complete, operating
piping system.

1.02 SUBMITTALS

A. Product Data: Provide data on pipe fittings, valves, and accessories.

B. Manufacturer's Certificate: Certify that pipe, fittings, and valves meet or exceed
respective ANSI and AWWA standards.

1.03 PROJECT RECORD DOCUMENTS

A. Accurately record actual locations of piping mains, valves, connections, and invert
elevations.

B. Identify and describe unexpected variations to subsoil conditions or discovery of
uncharted utilities.

1.04 QUALITY ASSURANCE

A. Fabricated piping shall meet all ASME code requirements as specified herein.

B. Valves: Manufacturer's name and pressure rating marked on valve body.

1.05 DELIVERY, STORAGE, AND HANDLING

A. Deliver and store valves in shipping containers with labeling in place.

PART 2 - PRODUCTS

2.01 GENERAL

A. Although they may not be specifically shown on the drawings or called for elsewhere
in the Technical Provisions, the Contractor shall include the cost of all fittings, piping
supports, and miscellaneous appurtenances needed to provide a secure, workable
pipe and valve system. Equipment suction and discharge piping and other exposed
piping shall be supported by reinforced concrete pedestals, piers, adjustable pipe
supports, thrust restraints, hangers, and tie rods as necessary to ensure a stable
installation. Adjustable pipe supports or piers shall be arranged to relieve attached
equipment of all strain due to the weight of the pipe, fittings, valves, and the contents
of the pipe.

B. All materials shall be in accordance with the Immokalee Water and Sewer District
(IWSD) Approved Product List. If any materials are in conflict the IWSD Approved
Product List shall take precedence.
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2.02 PIPE

A. Ductile Iron Pipe: Ductile iron pipe and fittings shall conform to AWWA C150, C151
and C153.

1) Joints: Buried pipe shall be AWWA approved push-on or mechanical joint
pipe (AWWA/ANSI C111/C21.11) with a minimum 250 psi working pressure.
Exposed joints shall be AWWA approved flanged joint pipe, in accordance
with ANSI/AWWA C115, or as detailed on the drawings.

2) Fittings: Buried fittings shall be AWWA approved mechanical joint fittings with
a minimum 250 psi working pressure. Exposed fittings shall be flanged fitting
or as detailed on the drawings. Conform to AWWA C153.

3) The internal surface of all piping and fittings shall be lined with Protecto 401
Ceramic Epoxy. The material shall be amine cured novalex epoxy containing
at least 20% by volume ceramic quartz pigment. The interior epoxy coating
shall be applied with a nominal dry film thickness of 40 mils, with reduced
thickness at spigot ends per manufacturer’s recommendation. The exterior
surface of buried piping shall be coated with a bituminous coating
approximately 1 mil thick.

4) Restrained joint pipe shall be ductile iron Class 53, American Cast Iron Pipe
Co., Lok-Fast or approved equal. Restrained joint pipe shall be constructed
on all new watermains adjacent to all bends, crosses, tees, etc., where a
change in direction occurs. All fittings 16-inch and larger shall be restrained
and shall include 3 full pipe lengths of restrained pipe and beyond fittings.

5) Victaulic fittings shall be ductile iron AWWA cast fittings with rigid radius
grooves in accordance with AWWA C110 for center-center dimensions and
AWWA C153 or ANSI 21.1 for wall thickness. Fittings which need to be
tapped shall meet ANSI B16.1- dimension locations.

6) Couplings shall be ductile iron grooved end couplings suitable for
performance on steel, stainless steel, and PVC schedule pipe. Couplings
shall be galvanized style 77 flexible couplings, as manufactured by Victaulic,
or equal.

7) Gaskets shall be 1/8-inch-thick, homogeneous black rubber (EPDM),
hardness 60 (Shore A), rated to 275 degrees F, conforming to ASME B16.21
and ASTM D2000 4CA 415 A25 B35 C32 EA14 F19.

B. Stainless Steel Tubing: Tubing for sizes 2-inch and smaller shall be seamless
austenitic stainless, grade TP 316L conforming to ASTM MA-632. Furnish Swagelok
316 stainless compression fittings, or equal.
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C. Victaulic Joints, Fittings, Valves and Couplings

1) All fabricated fittings shall be A403WP type, with dimensions meeting ANSI
B 16.9.

2) All victaulic style joints shall be grooved in accordance with ANSI/AWWA
C606. All steel joints for schedule 10 pipe shall be roll grooved, whereas steel
joints for schedule 40 pipe may be roll or cut grooved. All stainless-steel pipe
with Victaulic couplings shall have sch 40, cut groove nipples, 6-inches long,
welded to sch 10 ss pipes, for all pipe sizes 8-inches and above.

3) Gaskets shall be suitable for their intended service. Gaskets shall be clearly
marked with colored striping to indicate material compound.

4) Bolts shall be 316-stainless steel on all Victaulic couplings.

D. PVC Pipe

1) AWWA C900

a. All PVC pipe shall meet AWWA C-900 Standards for wastewater
application. PVC pipe 4-inch in diameter and larger shall be class 150,
DR 18 pipe or better conforming to AWWA C900.

b. Fittings used in conjunction with the C900 PVC pipe shall be ductile
iron or cast iron coated with Protecto 401 ceramic epoxy, or PVC
push-joint pressure rated fittings (SDR-35 min) as detailed on pipe
schedule, mechanical joint.

c. PVC for wastewater shall be green in color.

2) Schedule 80 PVC Pipe

a. Rigid PVC (polyvinyl chloride) compound used in the manufacturer of
schedule 80 pipe shall be Type I, grade 1 as identified in ASTM
D1784.

b. PVC schedule 80 shall meet the requirements of ASTM standard
D1785 for physical dimensions and tolerances.

c. The marking on PVC Schedule 80 pipe shall meet the requirements
of ASTM D1785 and state the material designation code, nominal
pipe size, schedule of pipe, pressure rating in psi for water at 73°F.,
the ASTM designation number D1785.

d. Fittings used shall be PVC Schedule 80 and solvent welded in
accordance with ASTM D1785.

e. Small Diameter PVC Pipe: PVC pipe smaller than 4-inch shall be
Schedule 80 PVC plastic pipe with solvent weld fittings in accordance
with ASTM D-1785.

f. PVC Drainpipe: PVC drainpipe shall be PVC sewer pipe and fittings,
ASTM D-2729.
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E. High Density Polyethylene Pipe

1) Provide polyethylene pressure pipe manufactured from PE4710 polyethylene
meeting AWWA C906 standards.

2) HDPE to HDPE pipe connections shall be by thermal butt fusion. Thermal
fusion shall be accomplished in accordance with the pipe manufacturer and
fusion equipment supplier specifications. The Contractor installing thermal
butt fused HDPE pipe shall be certified in this type of work and have a
minimum of five years’ experience performing this type of work. The
Contractor shall provide certification to the Engineer.

3) Qualification of Manufacturer: The Manufacturer shall have manufacturing
and quality control facilities capable of producing and assuring the quality of
the pipe and fittings required by these specifications. The Manufacturer’s
production facilities shall be open for inspection by the Owner or designee.
Qualified manufacturers shall be approved by the Engineer.

4) Materials: Materials used for the manufacture of polyethylene pipe and fittings
shall be PE4710 high density polyethylene meeting cell classification
445574C or 445574E per ASTM D3350; and meeting Type III, Class B or
Class C, Category 5, Grade P34 per ASTM D1248; and shall be listed in the
name of the pipe and fitting manufacturer in PPI (Plastics Pipe Institute) TR-
4, Recommended Hydrostatic Strengths and Design Stresses for
Thermoplastic Pipe and Fittings Compounds, with a standard grade rating of
1600 psi at 73°F. The Manufacturer shall certify that the materials used to
manufacture pipe and fittings meet these requirements.

5) Polyethylene Pipe: Polyethylene pipe shall be manufactured in accordance
with ASTM F714, Polyethylene (PE) Plastic Pipe (SDR-PR) Based on
Outside Diameter or ASTM D3035, Polyethylene (PE) Plastic Pipe (DR-PR)
Based on Controlled Outside Diameter and shall be so marked. Each
production lot of pipe shall be tested for (from material or pipe) melt index,
density, % carbon, (from pipe) dimensions and either quick burst or ring
tensile strength (equipment permitting).

6) Color Identification: HDPE must have at least three equally spaced horizontal
colored marking stripes. Permanent identification of piping service shall be
provided by adhering to the following colors.

a. Blue – potable water (Underground HDPE pipe shall be one of the
following:

1. Solid-wall blue pipe;

2. Co-extruded blue external skin; or

3. White or black pipe with blue stripes incorporated into, or
applied to, the pipe wall.

b. White – raw water

c. Green – wastewater, sewage
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d. Pantone Purple – non-potable irrigation, reclaimed or reuse water

7) Polyethylene Fittings and Custom Fabrications: Polyethylene fittings and
custom fabrications shall be molded or fabricated by the pipe manufacturer.
Butt fusion outlets shall be made to the same outside diameter, wall
thickness, and tolerances as the mating pipe. All fittings and custom
fabrications shall be fully rated for the same internal pressure as the mating
pipe. Pressure de-rated fabricated fittings are prohibited.

8) Molded Fittings: Molded fittings shall be manufactured in accordance with
ASTM D3261, Butt Heat Fusion Polyethylene (PE) Plastic Fittings for
Polyethylene (PE) Plastic Pipe and Tubing, and shall be so marked. Each
production lot of molded fittings shall be subjected to the tests required under
ASTM D3261.

9) X-Ray Inspection: The Manufacturer shall submit samples from each molded
fittings production lot to x-ray inspection for voids and shall certify that voids
were not found.

10) Fabricated Fittings: Fabricated fittings shall be made by heat fusion joining
specially machined shapes cut from pipe, polyethylene sheet stock, or
molded fittings. Fabricated fittings shall be rated for internal pressure service
equivalent to the full-service pressure rating of the mating pipe. Directional
fittings 16” IPS and larger such as elbows, tees, crosses, etc., shall have a
plain end inlet for butt fusion and flanged directional outlets. Part drawings
shall be submitted for the approval of the Engineer.

11) Polyethylene Flange Adapters: Flange adapters shall be made with sufficient
through-bore length to be clamped in a butt fusion joining machine without
the use of a stub-end holder. The sealing surface of the flange adapter shall
be machined with a series of small v-shaped grooves to provide gasketless
sealing, or to restrain the gasket against blow-out.

12) Back-up Rings and Flange Bolts: Flange adapters shall be fitted with lap joint
flanges pressure rated equal to or greater than the mating pipe. The lap joint
flange bore shall be chamfered or radiused to provide clearance to the flange
adapter radius. Flange bolts and nuts shall be Grade 2 or higher.

2.03 VALVES

A. Stainless Steel Valves (2-inch size or smaller)

1) Shut off cocks for seal water, gages, instruments, etc. shall be Nupro plug
valve, 316 stainless.

2) Check valves shall be spring loaded in-line check valve, similar to Nupro 16C
series, 316 stainless steel.

3) Gate valves shall be 316 stainless.
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B. Gate Valves

1) Resilient seated gate valves shall be non-rising stem (NRS) type, conforming
to the latest revision of AWWA Standard C-515. The gate valves shall be
mechanical joint type, fully enclosed, and suitable for buried service complete
with a ductile iron 2-inch operating nut that is independent of the stem and
wedge. The body shall be of ductile iron and fully encapsulated inside and
outside with a fusion bonded epoxy coating conforming to the latest revision
of AWWA Standard C-550. The wedge shall be ductile iron and completely
encapsulated with a resilient EPDM elastomer permanently bonded to the
wedge and have a rubber-tearing bond that meets ASTM D429. The stem
shall be cast bronze and have an integral thrust collar with a Delrin thrust
bearing above and below the collar. The gate valve shall have two O-rings
set in machined grooves in the seal plate. The stem seal plate shall have an
O-ring gasket to seal against the bonnet secured with bolts and nuts. The
body, bonnet, and seal plate shall have a factory-applied thermoplastic epoxy
coating on all interior and exterior surfaces. All internal parts shall be
accessible for repair or maintenance without removing the body from the line.
Valve shall be Style 4067 as manufactured by M&H Valve Co., Metroseal 250
as manufactured by U.S. Pipe, American-Darling, Clow Valve Company or
approved equal.

2) Valves utilized for corrosive service shall be manufactured of materials
compatible with the fluid. All materials shall be submitted for review by the
Engineer. Fusion Bonded Epoxy (FBE) is acceptable for DI valves..specified.

C. Plug Valve

1) Eccentric Plug Valves 3-inch to 36-inch shall meet or exceed the latest
revision of AWWA Standard C517 and shall meet or exceed the requirements
of this specification.

2) Valves shall be of the non-lubricated eccentric type with resilient faced plugs
and shall be furnished with end connections as shown on the plans. Flanges
shall be per the ANSI B16.1 125 lb. standard. End-to-end length of flanged
valves shall be per AWWA C517, Table 1. Mechanical joint ends shall be to
the AWWA Standard C111-64.

3) Bodies shall be of ASTM A126 Class B cast iron, unless valves are indicated
as stainless steel on the plans. Port area shall be 100% of standard pipe area.
Published and/or calculated Cv flow data will not be accepted in lieu of 100%
port area requirement. The body shall have minimal pooling and provide
complete flushing of the valve every time it cycles. Port of valve shall be
rectangular. Round ported valves will not be accepted. Only VE option that
will be considered is rectangular seated non 100% port valves. VE option of
round port valves will not be accepted. The term “full port” shall represent
100% port.

4) Seats shall be rectangular ported, 1/8-inch thick welded overlay of not less
than 95% pure nickel. Seat area shall at least ½-inch wide and raised, with
the raised surface completely covered with weld to ensure that the plug face
contacts only nickel.
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5) Plugs shall be solid one-piece castings of ASTM A536 ductile iron, unless
valves are indicated as stainless steel on the plans. The plug shall have a
cylindrical seating surface eccentrically offset from the center of the plug
shaft. The plug shall not contact the seat prior to 90% closed. The interference
between the plug face and body seat, with the plug in the closed position,
shall be externally adjustable in the field with the valve in the line under
pressure. Plug shall be Chloroprene (CR), or other resilient facing suitable for
the application.

6) Plug Valves called out to be stainless steel on plans shall be of the non-
lubricated eccentric type with an elastomer covering all seating surfaces
complying with AWWA C517-09. The elastomer shall be suitable for
secondary effluent. Flanged valves shall be manufactured in accordance with
ANSI B16.1 Class 125 including facing, drilling and flange thickness. Ports
shall be rectangular port design on valves 14" and larger. Valves shall be
capable of being “pigged” with a soft pig when required. Valve bodies shall
be of CF8M (316 stainless steel). Valves shall be furnished with 316 stainless
steel seat in accordance with AWWA C-517-09 Section 4.3.3.4. Plugs shall
be of CF8M (316 stainless steel). The plugs shall be of one-piece solid
construction with PTFE thrust bearings on the upper and lower bearing
journals to reduce torque and prevent dirt and grit from entering the bearing
and seal area. Valves shall be furnished with replaceable sleeve type
bearings conforming to AWWA C-517-09 Section 4.3.3.6. Bearings shall be
of sintered, oil impregnated type 316 stainless steel ASTM A-743 Grade CF-
8M. Valve shaft seals shall be of the “U” cup type in accordance with AWWA
C-517-09 Section 4.4.7. Seals shall be self-adjusting and repackable without
removing the bonnet from the valve. All wrench operated valves shall be
equipped with a 2" square nut for use with removable levers or extended “T”
handles. Worm gear operators, where required, shall be of the heavy-duty
construction with the ductile iron quadrant supported on the top and bottom
by oil impregnated bronze bearings. The worm gear and shaft shall be
manufactured of hardened steel and run on high efficiency roller bearings. All
worm gear operators shall be sized for bi-directional shutoff at the valves
design pressure rating. Valves shall be designed and manufactured to shut
off bubble tight at 175 psi for valves 2½"-12" and 150 psi for valves 14" and
larger. Each valve shall be given a hydrostatic and seat test.

7) Bearings shall have sleeve type metal bearings and shall be of sintered, oil
impregnated permanently lubricated type 316 ASTM A743 Grade CF8M.
Non- metallic bearings shall not be acceptable.

8) Grit Excluders in the form of PTFE washers at the upper and lower journals
shall be provided to prevent the entry of grit and foreign solids into the bearing
areas.

9) Shaft seals shall be of the multiple V-ring type with a packing gland follower.
Shaft seals shall be externally adjustable and repackable under pressure
without removing the actuator or bonnet from the valve. An air gap shall exist
between shaft packing and bottom of actuator for visual inspection,
adjustment or complete replacement of packing without disturbing any portion
of the valve or actuator except the packing gland follower. Valves utilizing O-
ring seals or non- adjustable packing shall not be acceptable.
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10) Pressure ratings shall be 175 psi (1,207 kPa) on sizes 3-inch to 12-inch (80-
300mm) and 150 psi (1,034 kPa) for 14-inch to 36-inch (350-900mm). Every
valve shall be given a hydrostatic and seat test, with test results being certified
when required by the specifications.

11) Manual valves shall have lever or gear actuators and tee wrenches, extension
stems, floor stands, etc., as specified. Valves 6-inch and larger shall be
equipped with worm gear actuators in the horizontal position. Non-buried
actuators shall clearly indicate valve position.

12) Worm Gears shall be constructed in accordance AWWA C517. Actuators
shall be enclosed in a cast iron housing with outboard seals to protect the
bearings and other internal components. The actuator shaft and the quadrant
shall be supported on permanently lubricated bronze bearings. Input shaft
and fasteners shall be made of stainless steel.

13) Externally adjustable open and closed position stops shall be provided. The
adjustable closed position stop shall be used to set closing torque and provide
adjustment to compensate for change in pressure differential or flow direction.

14) Valves and gear actuators for buried or submerged service shall have seals
on all shafts and gaskets on the valve and actuator covers to prevent the entry
of water. Actuators shall be 90% grease filled. Actuator mounting brackets for
buried or submerged service shall be totally enclosed and shall have gasket
seals.

15) Eccentric plug valves shall have a two-year warranty from date of shipment.
Manufacturer’s name shall be casted in body of valve and a metal tag
containing a serial number shall be riveted to the valve for future parts
identification.

16) Valves and actuators shall be DeZurik PEF, Milliken Valve Co. M600 & M601,
or Engineer approved equal.

17) The internal surfaces of all cast iron valves shall be lined with Protecto 401
Ceramic Epoxy. The material shall be amine cured novalac epoxy containing
at least 20% by volume ceramic quartz pigment. The interior epoxy coating
shall be applied with a nominal dry film thickness of 40 mils, with reduced
thickness at spigot ends per manufacturer’s recommendation. The exterior
surface of buried valves shall be coated with a bituminous coating
approximately 1 mil thick.

2.04 PIPING, FITTINGS, & MISCELLANEOUS MATERIALS

A. Pipe Couplings

1) Couplings shall be EPDM gasketed, sleeve-type, with diameter to fit existing
pipe. Coupling shall include a steel middle ring, follower rings, wedge-section
gaskets and truck head type steel bolts. Couplings shall be manufactured by
Dresser, or equal.
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B. Tapping Sleeve & Valve

1) Tapping sleeves for potable services shall be 316 stainless steel with flanged
outlet and 316 stainless steel bolts. Tapping sleeves for corrosive service
shall be 316 Stainless Steel as necessary to be compatible with the fluid.
Sleeve shall be JCM #432, Smith/Blair (Rockwell) #662, Ford Fast, or equal.
All sleeves shall have a minimum working pressure of 150 psi. All taps shall
be machine drilled; no burned taps will be allowed.

2) Tapping valves shall be resilient seat type with a flanged joint on the inlet side
and a mechanical joint on the discharge side of the valve. Tapping valves
shall have a 2-inch operating nut. Working pressure rating shall not be less
than 200 psi. Gaskets between the flange faces of the tapping sleeve and
tapping valve shall be 1/8-inch minimum thickness of neoprene rubber.
Tapping valves shall be M&H Style #3751, American #865, Mueller #687,
Clow or equal.

C. Thrust Restraint

1) All bends, tees, crosses, reducers and dead ends shall be restrained through
an approved means of mechanical joint restraint. All branch valves shall be
restrained with MEGALUG or approved equal or anchor tees. Any line
terminated as a construction phase that is a known future extension shall
have a lug valve placed at the end and restrained with MEGALUG or
approved equal. Thrust restraints shall be placed in accordance with the detail
shown in the construction plans.

D. Locator for Pipe

1) On all pipe construction 10 gauge, THHN insulated, solid copper wire shall
be laid and secured on top of pipe. Wire shall be continuous from valve box
to valve box, wrapped two (2) times around each joint of pipe and extended
inside each valve box to enable location devices to be attached without
digging up the valve box.

2) Service wire shall be laid in the trench with all services, connected to the main
wire and wrapped around the service piping or tubing. Wire for waste mains
shall be green in color.

3) All wire connections shall be made with Dry-Splice wire connectors, Imperial
Snip- Snap fittings filled with waterproof silicone sealant or approved equal.
All splices shall be inspected and tested before burial.

E. Corporation Stops

1) Units shall be brass, equipped with connections compatible with the
connecting service pipe-type; must have pack joint type connections for
polyethylene tubing with locking collars and stainless steel inserts.

F. Valve Boxes

1) All valve boxes shall be cast iron construction with 5-inch shafts, equal to
Brooks for wastewater and Tyler/Union 461 for water. Valve box lids shall
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have a 1-inch-deep skirt and shall have the appropriate words (e.g. “SEWER”
for wastewater) where appropriate, cast in the top. Valve operating nuts shall
be brought to within 30-inch of the surface using valve extension rods if
required.

G. Tapping Saddles

1) Tapping Saddles shall be double strap saddles for ductile iron. If pipe is PVC,
use stainless steel wide band. Saddles shall have a heavy-duty gasket.
Saddles to be by Ford Meter Box, or equal.

H. Hose Bibbs

1) Hose bibbs for potable water shall be ¾-inch hose thread, similar to NIBCO,
with screw on backflow or vacuum breaker device.

PART 3 - EXECUTION

3.01 EXAMINATION

A. Verify that municipal utility water main size, location and invert are as indicated.

3.02 PREPARATION

A. Where applicable, ream pipe and tube ends and remove burrs.

B. Remove scale and dirt, on inside and outside, before assembly.

C. Prepare pipe connections to equipment with flanges or unions.

3.03 BEDDING

A. Excavate trench and install pipe bedding as specified in Section 312333 – Trenching
and Backfilling.

3.04 SURFACE CONDITIONS

A. Inspection

1) Prior to all Work of this Section, carefully inspect the installed work of all other
trades and verify that all such work is complete to the point where this work
may properly commence.

2) Verify that all equipment may be installed in accordance with all pertinent
codes and regulations, the original design, shop drawings, and the reference
standards.

B. Discrepancies

1) In the event of discrepancy, immediately notify the Engineer.

2) Do not proceed with installation in area of discrepancy until all such
discrepancies have been fully resolved.
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3.05 PIPE INSTALLATION – GENERAL

A. Take all precautions necessary to ensure that pipe, valves, fittings, and other
accessories are not damaged in unloading, handling, and installation. Examine each
piece of material just prior to installation to determine that no damage has occurred.
Remove any damaged material from the site and replace with undamaged material.

B. Exercise care to keep foreign material and dirt from entering pipe during storage
handling and installation. Close ends of in-place at the end of any work period to
preclude the entry of animals and foreign material.

C. All pipes shall be laid in a dry trench.

D. Use only those tools specifically intended for cutting the size and material and type
pipe involved. Make cut to prevent damage to pipe or lining and to leave a smooth
end at right angles to the axis of the pipe.

3.06 VALVES AND VALVE BOXES

A. Install valves with operator stems in the vertical plane through the pipe axis and out
of the plane of flow. Locate valves as shown on Drawings. Thoroughly clean before
installation. Check valves for satisfactory operation.

B. Equip all underground valves without gearing or operator switch valve boxes. Set box
in alignment with valve stem centered on valve nut. Set the valve box to prevent
transmitting shock or stress to the valve. Set the box cover flush with the finished
ground surface or pavement.

3.07 PIPE PENETRATIONS

A. Use sleeves where pipes, valve stem extensions, or equipment parts pass through
poured in place concrete or masonry walls or slabs. Sleeves shall be either cast iron
or fabricated steel wall pipe with intermediate flange seep ring of sufficient size to
allow sealing around pipe and clearance for valve stems or equipment. Extend
vertical sleeves through slabs 1-inch above top surface.

B. Provide "Link Seal" pipe to wall closures manufactured by Thunderline Corporation,
or Engineer approved equal, where shown on drawings or otherwise required. Seals
shall be modular mechanical type, consisting of interlocking synthetic rubber links
shaped to fill annular space between pipe and wall opening.

C. Where new pipe must penetrate existing concrete walls of water bearing structures
or into the top slab of potable water bearing structures, core drill to smooth inside
finish and install with Link Seal. Seal any rebar exposure.

D. Where new pipe must penetrate concrete wall on non-water bearing concrete
structures, drill penetration in neat, workmanlike manner, install pipe, grout in place
with non-shrink grout, and refinish surface to match adjacent.

3.08 THRUST RESTRAINT

A. Provide reaction anchors of concrete blocking, metal harness, retainer gland type or
restrained joint type at all changes in direction of pressure pipelines and as shown on
drawings.
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B. Concrete reaction anchors shall bear against undisturbed earth and shall be of the
size and shape necessary to resist service conditions of the pipe.

C. Use metal harness restraints as shown on drawings.

D. Where retainer glands are used, extreme care shall be taken so that each set screw
is tightened as recommended by the manufacturer before the pipe is backfilled and
tested. Retainer glands shall not be used on non-metallic pipe, or on any pipe 10-
inch or smaller.

3.09 FIELD QUALITY CONTROL

A. Compaction testing shall be performed in accordance with Section 31 23 33 –
Trenching and Backfilling.

B. If tests indicate Work does not meet specified requirements, remove work, replace,
and retest at no cost to Owner.

C. Frequency of Tests: Minimum of one test per pipe branch.

END OF SECTION


